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 POE power supply 

 Plug and play 

 IP54 Waterproof and dust-proof 

 Wide voltage input: DC8-36V 

Key Features 

Smart Switch integrates power and data onto one 

single cabling infrastructure, eliminating the need 

for extra power wire. Simply connect any network 

cable between the switch and the device, and the 

switch will automatically detect the settings of the 

device and adjust itself accordingly.  

 

When the system power is overloaded, it will help 

protect the system by disabling the POE function of 

lower priority POE ports to maintain the power to 

higher priority POE ports. This cost-effective Smart 

Switch provides an ideal solution to most kinds of 

local area network congestion problems. 

 

Product Panels 

Front Panel 

 

Rear Panel 

 

 Technical Specifications 

Product series Smart Switch 

Video 

IPC Channel 4 channels 

Interface RJ45 (10M/100M) 

IPC Power Supply POE 

Power 

Interface M12 (9 Pin) 

Power Input DC 8 – 36V 

Power Standard ISO 7637-2 

Network Port RJ45 (10M/100M) 

Status LED 

6PCS (The yellow light is 

about power status, while 

the green lights (5pcs) are 

about network working 

status. 

Dimension (L x W x H) 
149 x 100 x 38mm 

5.86” x 3.93” x 1.49” 

Temperature 
Working -40℃~70℃/ -40℉~158℉ 

Storage -40℃~80℃/ -40℉~176℉ 

Ingress level IP54 

Certifications MIL-STF-810F 

 

 

 

 


